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Telescopic boom LTM 1160

75% toppling load utilization

or in accordance with DIN 15019.2

Slewable 360°
Crane supported. support base 9.88 m X 8.6 m SKA 75941/ Sheet 1
39 t conterweight
Working f Telescopic boom length in [m)
radius 14.2 19.4 23.5 24.3 28.7
[m] tr. * 360° tr.* | 360 ]
3 160** 150 137
3.5 145 134 129
4 132 121 121 119 106 58
5 110 102 105 | 101 98 53 71
6 92 87 90 86 89 49.5 71
7 78 76 77 76 77 45.56 65
8 68 67 67 | 66 67 42 60
9 59 58 60 39 56
10 52 61 52 36.5 50
12 41 41 32.5 41
14 33 34 29.5 33.6
16 2.7 273 27 28
18 22.1 25 22.9
20 18.2 21.8 18
22 16
24 13.4
Max. load capacity in(t) on
unlocked telescopic boom - 45 45 25 30
SLI-CODE 004 014 004 014
Max. permissible wind speed
in [m/e] 14 14 13
Slewing speed range
Extension conditions of Telel 0 50 92 0 92
the tele. boom sections Tele I 0 0 0 50 50
in percent [%] Tele I1I 0 0 0 50 0
t.r.* = Working range to the rear 3.2.1987
** Loads in excess of 150 t only with additional equipment
-02, Page 11

LTM 1160 Load Capacity tabel, No. 76/ 040



Telescopic boom LTM 1160

75% toppling load utilization .

or in accordance with DIN 15019.2

Slewable 360°

Crane supported. support base 9.88 m X 8.6 m SKA 75941/ Sheet 2
39 t counterweight

Working f Telescopic boom length in [m]
radius
[m] 33.0 38.2 38.2 42.6 45.0
6 61
i 59 49 45
8 56 47 42.6 39 34
9 53 45 40 38 33
10 49 43 a8 a7 32.5
12 43 38 34 36 31.56
14 34 34 30 32 30 .
16 284 29.3 27 29 27.6
18 23.3 244 24.5 20 25
20 194 20.4 216 21 21.1
22 16.3 17.3 18.4 17.9 18
24 13.8 14.8 159 15.4 15.4
26 11.7 12.7 13.8 13.3 13.4
28 9.9 109 il 11.5 11.6
30 9.3 10.6 10 10
32 8 9.2 8.6 8.7
34 6.9 8.1 7.5 7.5
36 6.4 6.5
38 5.6 5.6
40 4.8.
Max. load capacity in [t] on
unlocked telescopic boom 30 25 J 25 25 25
SLI-CODE 014
Max. permissible wind speed
in [m/s] 12.8 11.1
Slewing speed range 2 1 ‘
Extension conditions of Tele I 92 92 50 92 100
the tele. boom sections Tele I1 92 92 92 92 100
in percent [%] Tele 111 0 50 92 92 ~100
6.12.1984
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Load capacity table LTM 1160
Fixed lattice jib 0°

75% toppling load utilization

or in accordance with DIN 15019.2

Slewable 360°

Crane supported, support base 988 m X 8.6 m TAB 75134
39 t ballast TF
Working Telescopic Telescopic boom 42.5 m
radius boom 38,2 m Lattice jib
Lattice jib
[m] l4m 14 m 21 m 28 m 35m
B 23
10 21,4 18,5
12 20 18,2 12,3
14 18,7 17,6 12 9
16 17,5 16,4 11,6 8,4 6
18 16,5 15,8 11 78 56
20 15,5 14,8 10,3 7.3 5,2
22 14,2 13,8 9.6 6,8 4,9
24 13,5 12,9 9 6,4 4,6
20 12,8 12 8.4 € 4,3
28 12,1 11,2 7.8 5,6 4,1
30 11.2 10,4 7.4 5.3 3,8
32 9,8 9,7 7 5 3,6
34 8.6 8,8 6,5 4,8 3,4
36 7,6 78 6,2 4,6 3,3
38 6,6 6,9 5,9 4,4 3,1
40 2.8 6 5.6 4,2 3
42 5,1 53 54 4,1 2,8
44 4.4 4,6 5 3,9 2,7
46 3,8 4 4.4 3,8 2,6
48 3,6 3,9 3,7 2,6
50 3 34 3.5 2.4
52 2.9 3,2 2,3
54 2,5 2,8 2,3
56 2,1 24 2,2
58 2 2,1
Extension conditions of Telel 92 92
the tele. boom sections  Tele II 92 92
in percent[(%] Tele 111 50 i 92
LMB-CODE 104 104 114 124 134
Max. permissible wind speed
in (m/s] 11,1
Slewing speed range 1
Hoisting cable reeving 3 2 2 1 1
23.04.1985

Telescopic boom locked in the respective length
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